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Keys Funtions

Move up

Move down

Move left

Move right

Confirm to operate/ Start recording

Enter into main menu

Playback/ Pause/ Delete video

Stop playback/ stop recording

Back to last menu/ Enter into play mode

Register remote control

▲

▲

▲▲

OK

Menu

P/P

Stop

ESC

CODE



DVR Status Working status Red Green

Power on Constant light Constant light

Recording Off Flashing every 10 seconds

Standby Flashing every 10 seconds Off

Battery low Flash quickly Flash quickly

Power off and charging Flash Off

Battery fully charged Off Constant light

Power off without charging Off Off

DVR OFF

DVR ON

Status Battery life

Standy by 2.5 hours

Recording 2 hours

Charging 6 hours
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CODE

OKOK

ESCMenu P/P Stop

▲

▲

▲

▲
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▲

▲

▲▲
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6.3.2 Overwrite setting 6.3.4.1 Mask Area 

REC. Setting

Scheduled Time

Overwrite

Section

Motion Detection

Yes

No

REC. Setting

Scheduled Time

Overwrite

Section

Motion Detection

15min

1hr

30min

6.3.3 Recording time per section

H: High level
M: Middle level
L : Low level

The DVR will be triggered very easy 
if sensitivity is set in high level.

A. Delete about 300MB  
     once the sd memory is full,and 
     then save new files.

old files 

6.3.4 Motion detection setting

Motion Detection

Mask Area

Sensitivity

Speed

Noise Margin

REC. Setting

Scheduled Time

Overwrite

Section

Motion Detection

6.3.4.2 Sensitivity setting 

Motion Detection

Mask Area

Sensitivity

Speed

Noise Margin

H

L

M

B. Set recording time per section.

* Available  in “Scheduled” and 
  “Power Up Rec.” mode only.

B. Press direction arrow key to move
     the cursor and choose the area 
     need not be detected by DVR.

C. Press “OK” to confirm.
     The blue grids will be shielded.
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C. Set motion detection details 

A. The screen will be full of grids after 
     enter into “Mask Area”  function.











Item Data

Operating voltages DC 5V

Operating current 500-900mA

Video output resistant 75Ω 

Video output mode PAL/NTSC

Image sensor 1/3" Sony CCD (Optional)

Camera horizontal 420 TV line (Optional)

Lens 3.7mm pinhole (Optional)

View angle Level: 70°，vertical：92°

Working mode
Manually,Motion detection,

scheduled time,power on recording

Compression Mpeg-4

Video format ASF

Video resolution 704 X 576  640 X576  320X288

Audio pick up distance 10 meters

Memory type SD card

SD Meory capacity support 1GB-64GB

30MB/minute (high image quality)

2MB/minute (low image quality)

About 30 minutes (high image quality)

About 9 hours (low image quality)

IR wavelength 850NM

Night vision About 8 meters

Battery capacity 1700mAH

Battery life 120-200 minutes (Full battery condition)

Charging time Max. 6 hours

Power adapter AC/110-240V, 50-60HZ, DC 5V,1A

Remote requency Wireless 433Mhz

Remote distance 5-10 meters

Video bit rate

1GB Recording time


	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12

