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Installation and Setup

Rack Mounting

[image: image3.wmf]Web Switch WSW-1430 is 1.25U high and fits into standard 19-inch racks. Put the mounting brackets over the mounting holes on the sides of unit. Insert screws and fully tighten with suitable screwdriver. Then insert the device into the 19-inch rack. Please make sure that the ventilation holes are not be obstructed.

Figure 2.1 Rack Mounting

Connecting a Terminal to the Console Port

Connect an RS-232 serial cable to a COM port on a PC or notebook computer and to the Console Port of the Web Switch WSW-1430 as show below.

Note:
Do not use a null modem cable.

[image: image9.wmf]
Figure 2.2 Connecting a PC via Console Port.

100BASE-TX 100 Mbps Connections

[image: image4.wmf]Web Switch WSW-1430 provides 100Base-TX connections at port 13 through UTP cables with RJ-45 plugs as well as through optional slide-in modules at ports 14 and 15.

Figure 2.3 100Base-TX 100 Mbps Connections

Connecting Workstations

Figure 2.4 shows Web Switch WSW-1430 as a desktop switch in a client server mode.

Figure 2.4 [image: image5.wmf]Connecting Workstations.

Connecting to other Ethernet Hubs

10Base-T hubs can be connected to ports 1~11 as shown in Figure 2.5.

[image: image6.wmf]
Figure 2.5 Connecting to other Ethernet hubs

Cascading Switches

Two Web Switch WSW-1430s running at 200Mbps can be cascaded using a backbone module when four 100Mbps Ports and up to twenty-four 10M Ports are needed. Two WSW-BM Modules are required and must be inserted into port 15 on each switch.
Note: The power must be turned off before inserting or removing Modules
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