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Product Specifications

Standards Compliance

IEEE 802.3 10BASE-T & 10BASE5 Ethernet

IEEE 802.3u 100BASE-TX Fast Ethernet

Number of Ports

11 ports of 10BASE-T (RJ-45); M-Link ports shared with ports 1~8

1 10/100BASE-TX auto sensing port (RJ-45) 

1 AUI port shared with port 1

2 MDI-II Uplink ports (RJ-45). One shared with port 1, the other shared with port 11

2 expansion slots with 10/100BASE-TX,100BASE-FX, MII, or the 200M Full Duplex, Backbone Module

1 RS-232-C Console port

Smart Mini Console Operation

Device configuration, device/port management, and network status monitoring

Console management through menu operation

Traffic utilization and collision status for all ports

Status and statistics monitoring ports for all ports 

Three console keys on the front panel to perform for all the Mini console functions 

Switching Performance

RAM buffer: 4MB

Port memory: buffer-selection algorithm for each port

Packet filtering/forwarding rate:

100Mbps port 148,800 pps

10Mbps port 14,880 pps 

MAC address learning cap: up to 2K

Backbone Cascading

Cascade two-WSW-1430s into one using a 200Mbps full duplex Backbone

Optional Modules

WSW-TX 10/100BASE-TX Module with two RJ-45 connectors is configured for MDI and MDIX.

WSW-SC transceiver Module with one SC type connector Fiber

WSW-BM full duplex backbone

WSW-MII, a standard MII connection module

Web based Management

-Management from anywhere and any platform, using Web Browser

-Complete web server embedded in device

-Standard web server security for total network protection

-Photographic quality views to configure/monitor the device

SNMP Network Management

-Supporting standard SNMP, MIB-II, Repeater MIBs, and proprietary MIBs

-Supporting RMON Groups 1,2,3,and 9

-Bootp server and TFTP software download supported

-Supporting up to 4 VLAN network segmentation

-Supporting IEEE 802.1d spanning tree protocol

-Console management via RS-232 (DB9) port using a VT-100 terminal/PC emulating a terminal

-Device Managers for Standard platforms such as HP OpenView

Power Requirements

90 - 240 VAC, 50/60 Hz

Internal universal power supply 

Environment

Operating Temperature: 0°C to 50° C

Storage Temperature: -30° C to 60° C 
Operating Humidity: 5% to 95% non-condensing

Safety Regulations

CUL (UL & CSA)

LVD

EMI Certifications

CE Mark

FCC Class A

VCCI Class 1

Dimensions

W x D x H: 440 x 221 x 56.5 mm 
Weight

2.85 kg

Mounting

Standard EIA 19” rack mount




