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Setting-Up for Management

Several parameters of the Web Switch WSW-1430 must be configured using a Terminal Program running on a PC, to connect to the Console Menu residing in the device firmware. The parameters include IP Address, Subnet Mask, Default Gateway and User Authentication Password. After making these settings the device can be accessed by either the Console or a Web Browser.

Managing Web Switch WSW-1430

Web Switch WSW-1430 can be managed through the Console Program, Web Management or SNMP. This chapter describes setting up for management, which is done through the Console program.

Console Program

To configure the system, connect an RS-232-C serial cable to a COM port on a PC or notebook computer and to the Console Port of the switch as shown below.
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Figure 4.1 Connecting a PC via Console Port.

Note: Do not use a null modem cable.

Terminal Program

A Terminal Program is required to communicate with Web Switch WSW-1430’s internal software. An MSDOS based program such as PC-PLUS can make the connection with the device’s built-in software. The COM port should be configured as:

· Baud: 9600

· Parity: None

· Data bits: 8

· Stop bits: 1

· Flow control: Hardware

Windows95 provides a suitable program called HyperTerminal and is accessed from the Start menu. Click START, then Programs, Accessories and then HyperTerminal.
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Figure 4.2 Terminal Program.

An MS-DOS type terminal program can also make the connection with the switch’s built in software, however this section describes using Windows 95 HyperTerminal.

From the HyperTerminal Screen, double click the Hypertrm.exe icon.
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Figure 4.3 Hypertrm.exe Icon

The Connection Description Screen is displayed. Type a name in the Name panel to identify the connection, choose an icon (optional) and click OK.
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Figure 4.4 New Connection Screen.

The following screen prompts for your country info, area code, telephone number and the modem type. Since you won’t be dialing out via a modem you only need to set the COM port. Click the arrow at the right of the “Connect using” label. Select the correct COM port and press the keyboard ENTER key. (Usually COM 2 when a mouse is connected to COM1)
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Figure 4.5 Selecting a COM port.

In the next screen all settings must be set correctly, Bits/sec “9600”, Data bits “8”, Parity “None”, Stop bits “1” and Flow Control “Hardware” as in the figure below.

Click the OK button and the connection to the terminal program will be complete.
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Figure 4.6 Port Settings

The Terminal program is now running. Power Up Web Switch WSW-1430.
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Figure 4.7 The Terminal Program

When Web Switch WSW-1430 is powered up, the Power On Self Test, appears in the HyperTerminal window. As the Switches tests are run through, the test and their results will be displayed. These tests can also be seen in the Mini Console’s display on the switch. After the tests are complete, the Console program’s logon screen appears. 

Note: The first time the device is booted, an additional Menu will appear before the Login Screen. See “Booting the Switch for the first time”

[image: image8.png]POWER-ON SELF TEST

BOOT ROM Integrity Test
DRAM Test (04096 Rbytes
Extracting bootrom code
Flash Memory (1024 Kbytes) Installed
NMU <--> Switch Communication Channel Test
Run Time Image Integrity Test

Web-Pages Integrity Test

NIC Controller Access Test

MAC Address = 0D e 95 01 00 1a

switch Controller Access Test





Figure 4.8 Power On Self Test

Note: If the Switch was already powered up when HyperTerminal was started, then the screen will be blank because the Switch’s Power On Self Test will have run already. Therefore, the screen needs to be refreshed in order for the Login Screen to appear. Press CTRL + R to refresh the screen.

Booting the Switch for the first time

The very first time the device is booted the following screen appears after the Power On Self Test.

Since the Bootp Request is enabled, the device is asking for its IP parameters from Bootp server. If the administrator has assigned a IP address in its Bootp server and tell the device the IP of Bootp server, no following picture will be shown. If you have no Bootp server connected, you will see following picture. You have to disable the Bootp request and assign IP parameters by yourself.

Start to read boot server information form remote BOOTP server....


--No. of BOOTP request sent:   3


--Time elapsed (seconds):
   33

[Enter] : Abort Boot Loader



Figure 4.9 Boot Loader

Press Enter to abort this session and the Login Screen will be loaded. After the login screen appears select System Download to disable Bootp Request and then from the Main Menu select Network Configuration and configure the IP Address, Subnet Mask and Default Gateway as described below.

Login Screen

The login screen appears, similar to Figure 4.9. Enter the User Name and Password (case senstivity).

If there is no text in the Hyper Terminal screen at this point, try entering the User Name and press Enter, the text should then appear.


[image: image9.wmf]
Figure 4.10 Main Banner of Run Time Local Consule Menu.

The Error message “Login incorrect !!!!
Press <Enter> to retry”, appears at the bottom of the login screen if the Password or User Name is entered incorrectly. Press Enter to reset the User Name and Password fields to nothing and enter them again making sure the spelling is correct. Press ENTER on the keyboard to load the Main Menu.

Main Menu

From the Main Menu select System Utility and then System Download and disable Bootp Request. The Bootp request is disabled by removing the check or “*” from the BOOTP Request option.
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Figure 4.11 Main Menu

System Download

The default setting for the Bootp Request is “Enabled”. Disable the Bootp Request by pressing Ctrl +S to remove the check or “*”. Use the tab key to select the SAVE command and press Enter. Next return to the Main Menu and select Network Configuration.
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Figure 4.12 System Download

Network Configuration

Use the tab key to highlight IP Address, Subnet Mask and Default Gateway entering the value of your network for each field in the New column. Select the SAVE command and press Enter to save your configuration settings. 
After saving your configuration settings it is necessary to restart the system so that the settings will take effect. Return to the Main Menu and select System Restart to restart the system.
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Figure 4.13 Network Configuration
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Figure 4.14 System Restart

Navigating the Console Program Screens

Use the following keyboards keys to navigate through the menu and select a sub-menu. These keyboard commands are common to all menus.

TAB KEY:
Use the TAB key to select screen menus.

ENTER KEY:
Press the ENTER key after selecting a menu item with the TAB key to view the selection’s sub-menu.

EXIT:
Return to the previous menu.

HELP:
Select HELP to view keyboard commands.

Keyboard Commands

Keyboard commands keys are described in the Help menu.
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Figure 4.15 Help Menu

Web Switch WSW-1430 is now setup for management. The following chapters, “Console Management” and “Web Management” describes using these management programs.
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