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Basic

The Basic menu page provides two sub-menu items, Home Page and System Information. The default opens to the Home Page. The System Information contains important information about the system’s software and supplies fields for configuring the systems name and location.

Home Page

Web Switch WSW-1430’s Home Page looks similar to Figure 2.1. The top window displays the Device Panel, the right window displays the Menu System, and the left window displays the Contents. The windows can be resized by dragging the frame between the windows with the mouse.

Menu items can be accessed with a mouse click on the menu word (not the icon). Clicking a menu item expands the menu to include the sub-menus. Clicking on another menu item collapses the previous expanded menu and expands the selected menu.

Clicking a sub-menu item loads the web page associated with the menu item. To unload the page, click Home Page from the Basic menu.

Figure 2.1 illustrates the Home Page as it first appears after entering the correct User Name and Password.

Home Page
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A dynamic visual representation of the master hub as well as all linked hubs can be activated to further enhance monitoring. By clicking on the Device Panel Window, an active panel of the switch is loaded. Before the Device Panel loads, a Trap Window loads.

Trap Window

The Trap Window will show system alarm or event description. The Trap Window can be cleared or the buffer kept in the Trap Window can be deleted.

Trap Window
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Device Panel

The Device Panel is active in the sense that it continuously updates to reflect the switches status, actually simulating the Mini Console. See “Mini Console” in the User’s Manual for more information.

The Device Panel also shows the 15 ports and the existing connections. Connections are depicted with an icon at the connected ports. Figure 2.2 shows a connection at Port 3 and at Port 8. In this illustration, the icon at Port 3 is black and white and the icon at Port 8 is red and white (sometimes blue and white).

Home Page with Active Device Panel
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Port Icon

There are two types of port icons can appear at linked ports, Repeater Icons and Device Icons.

Right clicking a port's icon loads a pop-up menu. Left clicking one of the pop-up menu items loads the corresponding information in the content window.

Port Icon Right Mouse Click
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Repeater Icons

Repeater Icons (blue and white colored) indicate the port is connected to a manageable device such as WH-2400S, a managed repeater. Left clicking a repeater icon loads a dynamic device panel representing the repeaters Mini Console.
Device Icons

Device Icons (black and white colored) indicate the port is connected to an unmanaged device such as a PC, Printer, unmanaged hub or unmanaged switch. Left clicking a device icon has no effect.

Repeater Device Panel

Left clicking a repeater icon (blue and white colored) in the switch device panel activates a repeater device panel representing the connected device. Figure 2.3 illustrates a repeaters device panel.

Repeater Device Panel
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Repeater device panels update the device’s status in the same manner as the switch device panel. It also shows all connections to its ports with a device icon (black and white icon) over the connected ports. The repeater’s ID is shown in the device panel’s ID led. The ID will be 1+the switch port number that hub is linked to. The switch ID is always “1”. In this example, the hub is connected to Port#1 of WSW-1430, the ID shows "2."
System Information

The System Information screen displays the System Description, Product Version, BOOT ROM Version, System Software Version, Web Pages Version, System Object ID, System Up-Time and System Manager.

The System Name, System Contact and System Location can be entered, edited and updated by users with Read/Write privileges.

System Information

System Information

System Contact
Information of up to 48 characters

System Name
A name of up to 48 characters

System Location
A location of up to 48 characters

Clicking the Update button updates the system and re-loads the panel with the revised information.

System Information
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Networking

The Networking Configuration menu displays the current configuration and the restart configuration settings. The Current Configuration settings are the settings that were in effect when the system was last started. The Restart Configurations are set with the last Update and take effect after restarting the system. The system can be restarted from the Utilities Menu.
To change the networking configuration enter the new values for IP Address, Subnet Mask or Default Gateway and click the Update button. Restart the system for the new settings to take effect.

If your web browser cannot connect to the switch after changing network configuration settings, you can use a VT100 terminal program to reconfigure the switch back to the last working configuration. See “Console Management” in the User’s Manual for more information.

Network Configuration
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Serial Port

The Serial Port Information menu displays the settings required, for a serial port to communicate with the switch, through a serial connection. These settings are read only. For more information see, “Setting Up for Management” in the User’s Manual.

Serial Port Information
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Web Switch WSW-1430

Network Management Guide
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