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Console Management

Console Management is used to manage Web Switch WSW-1430 and it runs from a terminal program on a computer connected to the switch’s Console port via an RS-232-C cable. See “Setting Up for Management” for information about using a terminal program. Console Management is also used to configure settings that enabling using more user friendly Web Management and for more detailed SNMP management. Some of the configuration settings will be visible in the VFD Console, such as isolated ports. After configuring this switch with Console Management, it can then be monitored and configured with the either Console Management, Web Management using a web browser, SNMP using programs such as HP-Openview or any combination of these three.

Console Management Command Overview

The Console management uses limited keyboard keys such a Tab, Enter, and Ctrl + “letter” combinations to execute its commands. A glossary of commands can be found in the Help menu. These command keys and their functions are described as:

Keyboard Commands

Tab
Move between selectable items in each menu.

Enter
Select an items sub menus or confirm a setting or command

Ctrl + R
Refresh the current menu screen.

Ctrl +S or Ctrl +A
Switch between possible optional settings.

Ctrl +Q
Invokes the Help Menu.

Ctrl +Z
Go to the next Tab stop.

Ctrl +W
Go to the previous Tab stop.

Table 5.1 Keyboard Commands

Configuring the System

To configure the system, first logon through a terminal program and enter the Username and Password. The default username is PLANET for users with Read/Write privileges and the password is PLANET. 

Note:
If the Switch is running before starting the terminal program press  Ctrl + R to refresh the logon screen.

Figure 5.1 illustrated the logon screen.
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Figure 5.1 Logon Screen

To navigate through the menu, use the keyboard Tab key, to move the highlight to the next item or command. Press the keyboard Enter key to select the highlighted item. To view other command keys select the Help command.

Main Menu

The main menu consists of five sub-menus, grouping different system configuration topics. Each of these is described following Figure 5.2.
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Figure 5.2 Main Menu

System Information

The System Information Menu provides version identification of the systems built-in software, which may be useful in the-event of any future upgrades becoming available. 

The following information settings can be edited and saved to memory by users that logon with Read/Write privileges.

System Information

System Contact
Up to 48 alpha numeric characters

System Name
Up to 48 alpha numeric characters

System Location
Up to 48 alpha numeric characters

Table 5.2 System Information

To save and write the system information to memory, select SAVE and press the Enter keyboard key. The new information is written to memory and permanently stored until it is edited or changed by users with Read/Write privileges.
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Figure 5.3 System Information Menu

Management Setup

The Management Setup Menu has 5 sub-menus for Network configuration and for configuring the SNMP community and Trap community.

Management Setup

Network Configuration
Set IP, Subnet Mask and Default Gateway address.

Serial Port Configuration
View serial port configuration.

SNMP Community Setup
Configure community names and access.

Trap Community Setup
Setup community trap addresses.

Web Configuration
Enable or Disable Web access.

Table 5.3 Management Setup
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Figure 5.4 Management Setup Menu

Network Configuration

The Network Configuration menu is used to configure the IP Address, Subnet Mask and Default Gateway.

Network Configuration

IP Address
Internet Protocol address, identifying the switch, consisting of four numbers from 0 to 255, seperated by periods.

Subnet Mask
This number together with the IP address identifies the network your computer is On.

Default Gateway
A gateway is a connection or interchange point that connects two networks that would otherwise be incompatable. For example, a local area network (LAN) may need a gateway to connect it to a wide area network (WAN) or to the internet.

Table 5.4 Network Configuration

The MAC Address of Web Switch WSW-1430 is read only and cannot be re-configured.
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Figure 5.5 Network Configuration

Serial Port Configuration

The Serial Port Configuration menu is a read only menu and the settings cannot be changed. These settings are required for a terminal connection so that the Switch to communicate with a computer via the console port connected by an RS-232-C cable to the computers serial port.
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Figure 5.6 Serial Port Configuration Menu

SNMP Community Setup

The SNMP Community Setup (Simple Network Management Community) is similar to setting up passwords and access rights for Console Management or Web Management. Up to six community names can be configured with access and status rights.

SNMP Community Setup

Index
1~6

SNMP Community Name
A name of up to 16 characters.

Access Rights
Read/Write or Read Only

Status
Enabled or Disabled

Table 5.5 SNMP Community Setup

Figure 5.7 illustrates SNMP Community Setup Menu with the factory defaults.
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Figure 5.7 SNMP Community Menu

To add an SNMP Community Name, enter the name in the highlighted Input box and set the Access Right and Status. Add the new name to the list by highlighting the ADD command and press the Enter keyboard key. The new name will be added and the list will update. Repeat for each new name.

No EDIT command is provided. However, you can first delete the item using the DELETE command and ADD a new one. 

Figure 5.7 illustrates the SNMP Community Menu with a name added at Index 3 with Read/Write privilege and Enabled status.
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Figure 5.8 Adding an SNMP Community Menu name

Trap Manager Community Setup

Trap messages will be sent to all trap managers listed in Trap Manager Community Setup whose Status is set to Active. The Trap Managers can be configured by entering their names, setting their IP address’ and enabling their Status for the Index numbers 1~6. 

Trap Manager Community Setup

Index
1~6

Trap Manager
Name of a trap manager.

IP Address
IP Address of the trap manager.

Status
Inactive or Active

Table 5.6 Trap Manager Community Setup

To add a new name or edit an existing name to the Trap Manager Community names list, highlight an Index number and press Enter from the keyboard. The Trap Manager Community Menu –1 appears with the highlighted Index number available for adding or editing a name, IP address and status. See Figure 5.10.
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Figure 5.9 Trap Manager Community Setup Menu

Type in a name, press the Tab key to move to the IP Address and enter a valid IP address number, press the Tab key to move to the Status field and set the status with the Ctrl + S command. 

To save the information, highlight the UPDATE command and press the Enter key. Exit to return to the Trap Manager Community Setup Menu where the new entry will visible. A valid IP Address must be entered and the Status set to active in order for packets to be sent to the trap managers listed.

Figure 5.10 illustrates Trap Manager Community Menu –1 with Index #1 selected. A name with up to 16 characters can be entered.
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Figure 5.10 Trap Manager Community Menu -1

Web Configuration

The Web Configuration menu is used to Enable or Disable the web management function so that the switch can or cannot be managed using a web browser.


[image: image11.wmf]                               PLANET 

WebSwitch

                          - Web Configuration Menu -

          Web Management Function:  <ENABLE >

                                       

SAVE  EXIT  TO MAIN MENU  HELP


Figure 5.11 Web Configuration Menu

Device Control

The Device Control Menu is used to view and or configure the Switch, its ports and virtual LANs. The switch’s ports can be configured without regard to any actual link ups, managed slaves hubs by contrast must be linked before they can be configured.

The following is a brief overview of the Device Controls sub-menus:

Device Control

Switch Control/Status
Set the monitoring port.

Switch Port Control/Status
Name ports and set their status.

Permanent Address Configuration
Set the Mac Address for slaves.

VLAN Control
Assign the switch’s 15 ports to virtual LANs.

Spanning Tree Protocol VLAN Group Configuration
Naming and configuring the virtual LANs.

Spanning Tree Protocol VLAN Port Configuration
STP port status.

Repeater Group Control/Status
Group Number 2~9

Repeater Port Control/Status
Name the ports of the hubs connected to Web Switch WSW-1430’s ports.

Table 5.7 Device Control

Figure 5.12 illustrates the 8 sub-menus of the Device Control Menu.
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Figure 5.12 Device Control Menu

Switch Control/Status

Assign the port that will be used to monitor the system and Enable/Disable Long Frame Handles and Node Monitoring.
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Figure 5.13 Switch Control/Status Menu

Switch Port Control/Status

The Switch Port Control/Status is used to configure the Web Switch WSW-1430’s ports.

The following lists the port states and their configuration option.

Switch Port Control/Status

Name
Up to 8 alpha numeric characters. All ports except port 12

Broadcasting Storm Detect
Enable/Disable

Bcast Alarm Level
High/Middle/Low

Bcast Alarm Action
Auto Partition/Trap Auto Partition/No Action/Send Trap

Speed and Duplex
Auto Negotiated

10Mbps Full Duplex

10Mbps Half Duplex

100Mbps Full Duplex

100Mbps Half Duplex

Cut Through
Enable/Disable

Transmit Pacing
Enable/Disable

Tx Buffer Budget
High/Middle/Low

Table 5.8 Switch Port Control/Status

Use Prev Port/Next Port commands to select a port to name and configure. Once a port is configured click the SAVE button before naming and configure the next port.
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Figure 5.14 Switch Port Control/Status

Permanent Address Configuration

Up to 16 permanent MAC Addresses can be assigned to a particular port, once assigned and the status is Active, the device associated with the MAC Address can then only be connected to the assigned port. If the device is connected to a port other than the assigned port, a violation occurs and the packets are not sent.

When a MAC Address is assigned to a port and its Status is set to “Inactive”, no violation will occur if the device is connected to a different port.

When an indexed MAC Address’s Monitored status is set to “Yes” a copy of all packets is sent to the Monitor port or ports. When Monitored is set to “No”, no copies of the packets are sent to the Monitor port.

To add a MAC Address, use the tab key to select an index number and press Enter to setup the MAC Address, Port ID, Monitored and Status. Repeat this step for each MAC Address.

Note: There are 2 pages of MAC Addresses. At least one MAC Address must be entered in the first page before the second page can be entered. Use the Next Page command to enter the second page.

To delete a MAC Address, highlight the index and press the Enter key and select the DELETE command and press enter. The MAC Address will be deleted.
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Figure 5.15 Permanent Address Configuration

VLAN Control

Each of the switch’s 15 ports can be assigned to one of four virtual LANs. The four virtual LANs can then be configured to share the systems resources to optimize the systems overall performance.

Use Tab key or the arrow keys to select a VLAN, then press Enter to assign each port to a particular VLAN. The virtual LANs can then be allocated different amounts of the system resources according to their demands.
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Number    VLAN 1   VLAN 2   VLAN 3   VLAN 4
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Figure 5.16 Switch VLAN Control Menu

Spanning Tree Protocol VLAN Group Configuration

A name can be assigned to each of the four virtual LAN IDs (1~4) for easier identification. Table 5.5 outlines the options that can be configured.

Spanning Tree Protocol VLAN Group Configuration

VLAN
Select a VLAN ID Number (1~4)

VLAN Name
A name of up to 16 characters

Group STP Operation Mode
If disabled, all ports on VLAN are disabled

STP Bridge Priority
An integer from (0-65535)

STP Bridge Max. Age
Timeout (600-4000)

STP Bridge Hello Time
Timeout (100-1000)

STP Bridge Forward Delay
Timeout (400-3000)

Table 5.9 Spanning Tree Protocol VLAN Group Configuration

To setup this menu, first enter a VLAN ID number from 1~4 in the highlighted field. Use the tab key to move to the VLAN Name field and enter a name. Use the tab key to select and set the options as described in the previous table.
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     VLAN ID:  [1

]                      VLAN Name:  [ROOT            ]

--------------------------------------------------------------------------------

     STP Specification
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     STP Base MAC Address
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     STP Topology Change Count

:            1          (Can be reset by CLRCNT)
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     STP Designated Root
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     STP Root Port
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     STP Root Cost
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     STP Max. Age:                         2000  (1/100 seconds)

     STP Hello Time

:                       200   (1/100 seconds)

     STP Forward Delay

:                    2000  (1/100 seconds)

     STP Hold Time

:                        100   (1/100 seconds)

     Group STP Operation Mode:             <Enable >

     STP Bridge Priority:                  
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     STP Bridge Max. Age:                  [20] (seconds)

     STP Bridge Hello Time:                
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     Role of STP Bridge
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Figure 5.17 Spanning Tree Protocol VLAN Group Menu

Spanning Tree Protocol VLAN Port Configuration

The main purpose of the Spanning Tree Protocol VLAN Port Configuration is to resolve looping. 

The PRE LAN and NEXT LAN commands can be used to select a virtual LAN and then use the PRE PORT and NEXT PORT commands to select a port. It’s easier just to use the PRE PORT and NEXT PORT command to rotate through the ports and edit their configurations. 

Notice that when rotating through the ports, the VLAN ID number changes if the port is in a different VLAN.

Spanning Tree Protocol VLAN Port Configuration

STP Port Enable Status
Enable/Disable

Status Port Join STP
Enable/Disable

STP Port Priority
Integer from (0-255)

STP Port Path Cost
Integer from (1-65535)

Table 5.10 Spanning Tree Protocol VLAN Port Configuration
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--------------------------------------------------------------------------------

    STP Port 

ID                         81:01
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:           0

    STP Port Designated Bridge

:         0064:00E09501002A

    STP Port Designated Port

:           81:01

    STP Port Forward Transitions Count: 1          (Can be reset by CLRCNT)

    STP Port State

:                     Forwarding

    Role of STP Port

:                   Designated Port

    STP Port Enable Status:             <Enable >

    Port Join STP:                      <Enable >

    STP Port Priority:                  [129]

    STP Port Path Cost:                 

[  100]

PRE 

VLAN  NEXT VLAN  PRE PORT  NEXT PORT  CLRCNT  SAVE  EXIT  TO MAIN MENU  HEL


Figure 5.18 Spanning Tree Protocol VLAN Port Menu

Repeater Group/Status Information

Repeater group (slave hubs) and repeater ports (slave hub ports), can be viewed and configured through the Network Monitor menu.

Group Number (Unit ID) refers to the Hub ID, a Hub ID number can be entered via the keyboard or use Prev. Group, Next Group commands.

Prev Group/Next Group: Cycle through Hub ID numbers press Enter when the desired Hub ID is reached.
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               ---------------------------------------------------
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:            Not Present
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Figure 5.19 Repeater Group Control/Status Menu

Repeater Port Control/Statistics

The Repeater Port Control/Statistics menu provides information about the linked hub’s port status. A linked hub can be selected with the PRE GROUP and NEXT GROUP commands and its ports with the PRE PORT and NEXT PORT commands. The selected port state and name can be configured as well.
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               Group Number:  

[ 2]      Port Number:  [ 1]

               -------------------------------------------

               Port Status:

                   Link:                     N/A

                   Link Polarity
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                   Auto Partition

:           N/A

                   Interface Type
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                   Operation Status
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               Port State:
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               Port Name:  
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Figure 5.20 Repeater Port Statistics Information Menu

User Authentication

Up to 6 User Authentication configuration can be set up. The User Name of up to 12 characters can be entered after selecting an Index number and pressing Enter.

The User Authentication Menu –1 as shown in Figure 5.21 appears.
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Index  User Name        Password   Privilege

          ------ ---------------- ---------- ------------

           

1      PLANET           ******     Read/Write
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           3

           4

           5

           6

          Device Panel Password:   ****

     *** Use <Tab> or arrow keys to select index; <Enter> to EDIT ***

                                                    

EXIT  TO MAIN MENU  HELP


Figure 5.21 User Authentication Menu

A User Name of up to 12 characters and Password of up to 6 characters can be entered, and its Read/Write privilege can be set in this menu. Use the ADD command to add a name to memory. A User Name and Password can also be deleted using the DELETE command. Select the EXIT command to return to the previous screen and view the results.
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                 ---------------- ---------- ------------
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Figure 5.22 User Authentication Menu -1

System Utility

System Utility

System Download
Configure type of download

System Restart
Restart the Switch

Factory Reset
Reset to factory configuration

Download Port Setting
Set the port that will receive the download

Table 5.11 System Utility
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Figure 5.23 System Utility Menu

System Download

The system software can be downloaded a remote computer on the network. The System Download menu must set and saved before the download is initiated, so that Web Switch WSW-1430 knows to make a Bootp request or a system software download. Once the system download information is configured and saved, the download is initiated when the system is restarted from the System Restart Menu.

When the Bootp Request option is checked (an X appears before the Bootp Request option), the Boot Server IP Address must be entered.

When the System Software Download option is checked, the file name including the full path, must be entered.

When the Web Pages Database Information Download option is checked, the file name including the full path, must be entered.

Save the configuration using the SAVE command. Restart the system from the System Restart Menu.
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Figure 5.24 System Download Menu

System Restart

The system can be restarted “Warm” or “Cold”. A Cold restart, starts the systems Boot ROM (required in the case of a system download) and a Warm restart starts the system directly from the Run Time. (used after making configuration settings)
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Figure 5.25 System Restart Menu

Factory Reset

Network Configuration and User Authentication Configurations can both be reset according to the option selected for each. (Ctrl +S to alternate options)

Network Configuration Options

Network Configuration Options

Not Reset
The system will not reset

Reset from Bootp
The IP Address, Subnet Mask and Default Gateway will be reset.

Reset from Factory Default
The system will load the factory defaults from flash memory.

Table 5.12 Network Configuration

User Authentication Configuration Options

User Authentication Configuration Options

Not Reset
The system will not reset.

Reset from Factory Default
Reset to the factory defaults.

User Name
A name users logon with

Password
Password used with User Name

Privilege
Read/Write or Read Only

Device Panel
Set the password number used with the VFD Console

Table 5.13 User Authentication Configuration

Press the tab key to highlight Network Configuration or User Authentication Configuration and Ctrl +S to cycle through the available settings of each item.
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          Network Configuration:  <Not Reset               >

              Factory Default:

                  IP Address

:      0.0.0.0

                  

Subnet Mask

:     255.255.255.0

                  Default Gateway: 0.0.0.0

          User Authentication Configuration:  <Not Reset               >

              Factory Default:

                  User 

Name     Password  Privilege

                  ------------  --------  ----------

                  

PLANET        

PLANET    Read/Write

                  DEVICE 

PANEL  0000      ----------
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Figure 5.26 Factory Reset Menu

Download Port Setting

Before System Download can download file or send Bootp requests, the port that will be used to receive the download can be selected. User can use CTRL-S or “<-“ “->” keys to select port ID(1-15).

For Factory Default Downloads, the port need not be set. 
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Figure 5.27 Download Port Setting Menu
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                         - Switch VLAN Control Menu -


               Port Number    VLAN 1   VLAN 2   VLAN 3   VLAN 4


               -----------    ------   ------   ------   ------


                    1          <X>      < >      < >      < >


                    2          <X>      < >      < >      < >


                    3          < >      < >      < >      <X>


                    4          < >      <X>      < >      < >


                    5          <X>      < >      < >      < >


                    6          < >      < >      < >      <X>


                    7          <X>      < >      < >      < >


                    8          <X>      < >      < >      < >


                    9          < >      < >      < >      <X>


                    10         < >      <X>      < >      < >


                    11         <X>      < >      < >      < >


                    12         <*>      < >      < >      < >


                    13         < >      < >      < >      <X>


                    14         <X>      < >      < >      < >


                    15         <X>      < >      < >      < >


           *** Use <Tab> or arrow keys to select; <Enter> to set ***
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                           - System Download Menu -


       (x) Bootp Request


       File Downlaod Request:


         Boot Server IP Address:       [203.70.249.123 ]


         ( ) System Software Download


             Filename:  [                                                ]


         ( ) Web-Pages Database Information Download


             Filename:  [b.bin                                           ]
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                            - SNMP Community Menu -


           Index    SNMP Community Name Access Right   Status


          --------- -   -----------------------     -------------- 
----------


           1         public               Read Only      Enable


           2         Private               Read/Write     Enable


           3         MIS                 Read/Write     Enable


           4


           5


           6


          --------- ------------------------ -------------- ----------


          Input:    [MIS             ]       <Read/Write>   <Enable  >


                        ADD  DELETE  UPDATE  EXIT  TO MAIN MENU  HELP
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      Index    Trap Manager
 Community Name 
 IP Address        Status


     --------- 
--------------------
--------- --------
--------- 

----------


      1        [Tommy           ]          

  [0.0.0.0        ] <Inactive>
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               Device ID:  1


               ---------------------------------------------------


               Switch Board Version:                  1


               Max. VLAN Group:                    4  groups


               Data Base Size:                        256  Kbytes


               Max. Number of Permanent Addresses:    16


               Number of Node Addresses in Data Base:  26


               Long Frame Handle:                     <Disable>


               Node Monitoring:                       <Disable>


               Monitoring Port ID:                    [1 ]
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Port Number:  [ 1]                      Port Name:  [Jack PC ]


          Port Status 


Port State


-----------------------------------     

----------------------------------------


Link:           
Up


Operation Status: 
Yes

Admin. State:            
<Enable >


Auto Partition:
Not Partitioned     
Broadcasting Storm Detect: 
<Enable >


Auto Negotiation:
Enable              
Bcast Alarm Level:              <Middle>


Line Speed:         
10 Mbps            
Bcast Alarm Action: <Auto Partition    >


Duplex Mode:        
Half                
Speed and Duplex:  <Auto Negotiated    >


                                        Cut Through:       
<Enable >


                                        Transmit Pacing: 
<Enable >


Tx Buffer Budget:   6400  buffers       Tx Buffer Budget:     
<Middle >


Tx Buffer Residue:  6400  buffers


Interface Type:     10, 10/100 Mbps TP


Port Capability:     10 Mbps Half Full Duplex Auto-Negotiation
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      Index    Trap Manager 
Community
 Name   IP Address      Status


     --------- 
-----------------
------------ --------------- --------


      1                                  

 0.0.0.0         Inactive


      2                                      
0.0.0.0         Inactive


      3                                      
0.0.0.0         Inactive


      4                                      
0.0.0.0         Inactive


      5                                      
0.0.0.0         Inactive


      6                                     

 0.0.0.0         Inactive


     *** Use <Tab> or arrow keys to select index; <Enter> to EDIT ***
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          Operation Mode:  <CONSOLE    > Mode


              Baud Rate:

9600   Bps


              Character Size:  
8      Bits


              Parity:          
No      Parity


              Stop Bits:   

1      Bits


          *** Fixed configuration, can not be changed. ***
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           Index    SNMP Community Name      Access Right   Status


          --------- ------------------------ 

  --------------     ----------


           1         public                   Read Only      Enable


           2         Private                  Read/Write     Enable


           3


           4


           5


           6


          --------- ------------------------ -------------- ----------


          Input:    [Private         ]       <Read/Write>   <Enable  >
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          Network Configuration:  <Not Reset               >


              Factory Default:


                  IP Address:      0.0.0.0


                  Subnet Mask:     255.255.255.0


                  Default Gateway: 0.0.0.0


          User Authentication Configuration:  <Not Reset               >


              Factory Default:


                  User Name     Password  Privilege


                  ------------  --------  ----------


                  PLANET        PLANET    Read/Write


                  DEVICE PANEL  0000      ----------
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                          - System Information Menu -


     System Description: PLANET WebSwitch 10/100Mbps Managed Switch


         Product Version:          V 1


         BOOT ROM Version:         V 2.11


         System Software Version:  V 2.11


         Web-Pages Version:        V 2.11


     System Object ID:   1.3.6.1.4.1.2263.3.2.1


     System Up Time:     0 day  1 hr  9 min 29 sec


     System Contact:     [                                                ]


     System Name:      [PLANET WebSwitch WSW-1430                     ]


     System Location:    [                                                ]


     System Manager:     Web and SNMP


     MIB Supported:


         RFC1213, RFC1215, RFC1516, RFC1643, RFC1757, and proprietary MIB.
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                      Which Port Do You Want To Use : <1 > ?
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                         System Restart:  <Cold Start>
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                     - Repeater Port Control/Status Menu -


               Group Number:  [ 2]      Port Number:  [ 1]


               -------------------------------------------


               Port Status:


                   Link:                     N/A


                   Link Polarity:            N/A


                   Auto Partition:           N/A


                   Interface Type:           N/A


                   Operation Status:         N/A


               Port State:


                   Link Test:                <N/A    >


                   Auto Polarity Reversal:    N/A


                   Administration State:     <N/A    >


               Port Name:  [        ]


  PRE GROUP  NEXT GROUP  PRE PORT  NEXT PORT  SAVE  EXIT  TO MAIN MENU  HELP
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                        - User Authentication Menu -1 -


                  User Name        Password   Privilege


                 ---------------- ---------- ------------


                 [Marvin      ]   [******]   <Read Only >


                               ADD  DELETE  UPDATE  EXIT  TO MAIN MENU  HELP
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                            - System Utility Menu -


                              System Download


                              System Restart


                              Factory Reset


                              Download Port Setting


                                             EXIT  TO MAIN MENU  HELP


          Use <Tab> key to select the item, and press the <Enter>...
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                         - User Authentication Menu -


           Index  User Name        Password   Privilege


          ------ ---------------- ---------- ------------


           1      PLANET           ******     Read/Write


           2


           3


           4


           5


           6


          Device Panel Password:   ****


     *** Use <Tab> or arrow keys to select index; <Enter> to EDIT ***
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           - Spanning Tree Protocol VLAN Port Control/Status Menu -


               VLAN ID:  [1]        Port ID:   1


--------------------------------------------------------------------------------


    STP Port ID                         81:01


    STP Port Designated Root:           0064:00E09501002A


    STP Port Designated Cost:           0


    STP Port Designated Bridge:         0064:00E09501002A


    STP Port Designated Port:           81:01


    STP Port Forward Transitions Count: 1          (Can be reset by CLRCNT)


    STP Port State:                     Forwarding


    Role of STP Port:                   Designated Port


    STP Port Enable Status:             <Enable >


    Port Join STP:                      <Enable >


    STP Port Priority:                  [129]


    STP Port Path Cost:                 [  100]
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                    - Repeater Group Control/Status Menu -


               Group Number (Unit ID):  [ 2]


               ---------------------------------------------------


               Group Status:            Not Present


               Group Admin. State:      <N/A    >


               Device Serial Number:    N/A


               Device Name:             [                        ]


               Device Role:             N/A


                PRE GROUP  NEXT GROUP  SAVE  EXIT  TO MAIN MENU  HELP
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     VLAN ID:  [1]                      VLAN Name:  [ROOT            ]


--------------------------------------------------------------------------------


     STP Specification:                    IEEE 802.1D


     STP Base MAC Address:                 00-E0-95-01-00-2A


     STP Topology Change Count:            1          (Can be reset by CLRCNT)


     STP Time Since Topology Changed:      0 day  1 hr 32 min 59 sec


     STP Designated Root:                  0064:00E09501002A


     STP Root Port:                        0


     STP Root Cost:                        0


     STP Max. Age:                         2000  (1/100 seconds)


     STP Hello Time:                       200   (1/100 seconds)


     STP Forward Delay:                    2000  (1/100 seconds)


     STP Hold Time:                        100   (1/100 seconds)


     Group STP Operation Mode:             <Enable >


     STP Bridge Priority:                  [  100]


     STP Bridge Max. Age:                  [20] (seconds)


     STP Bridge Hello Time:                [ 2] (seconds)


     STP Bridge Forward Delay:             [20] (seconds)


     Role of STP Bridge:                   Root Bridge
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          Network Interface  <1>


              Interface Type:


              MAC Address:      00-E0-95-01-00-2A


          Configuration:         Current            New


              IP Address:       203.70.249.222     [203.70.249.222 ]


              Subnet Mask:      255.255.255.0      [255.255.255.0  ]


              Default Gateway:  203.70.249.254     [203.70.249.254 ]
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     Index  MAC Address          Port ID  Monitored  Violation  Status


     -----  -------------------  -------  ---------  ---------  ----------


       1    00-00-B4-17-32-AD    9        Yes        Off        Inactive


       2    00-00-E8-32-33-AE    10       Yes        Off        Active


       3    00-C0-02-09-93-78    3        Yes        On         Active
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       5


       6


       7


       8
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          Web Management Function:  <ENABLE >
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