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Quick Installation Guide

Important!  Please Read This Document before the first time installation

Dear Customer,

Thank you for purchasing PLANET WGSW-1602 Web / SNMP manageable Switch product.  

In addition to the documentation provided with this product, this Quick Installation Guide contains additional information. Please read the following section for quick setup your WGSW device. If you have any questions, please feel free to contact our Technical Support Department.

This guide includes the following sections/steps:

1. Terminal Setup

2. Setting Up IP Address

3. Start Web Management

Please refer to the steps for your first time setup your devices. For more, please also refer to the CD-ROM manual. Thank you!

Sincerely,


PLANET Technology Corp.

http://www.planet.com.tw

Email: Support@planet.com.tw
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Terminal Setup

To configure the system, connect a serial cable to a COM port on a PC or notebook computer and to serial (console) port of the device. The console port of the device is DCE already, so that you can connect the console port directly through PC without the need of Null Modem.

A terminal program is required to make the software connection to the device. Windows 95's Hyper Terminal program may be a good choice. It can be accessed from the Start menu. Click START, then Programs, Accessories and then Hyper Terminal.

MS-DOS based terminal program such as PC-PLUS, PROCOMM, can also make the connection with the device built-in software. The COM port should be configured as:

( Baud

: 9600

( Parity

: None 

( Data bits
: 8

( Stop bits
: 1

( Flow Control: none 

Logon to the console

Once the terminal has connected to the device, power on the device. The terminal will display that it is running testing procedures. 

Then, the following picture asks the login Password. 
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The default user name will be “switch”. (all lower case)

Notice: 

For security reason, please change and memorize the new password and/or username after this first setup. 

Setup the IP address for first time Web management

Once log on to the console the following screen displayed. Please press <tab> to move the cursor.
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Fig 1: Main Screen of WGSW-1602

Move your cursor to “System Manager”, press enter and shows the following screen displayed. 
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Fig 2: System Manger / General Screen

Select the “IP” and you will find the following screen.
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PLANET Web Switch WGSW-1602

                              System Manager/IP

                             IP Address

:  

192.168.75.22

                        Gateway Address:  

192.168.75.254

                           Network Mask

:  255.255.255.0

==========================================================================

Enter a Network Mask
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Fig 3:   IP setup Screen

Key in the IP address for the WGSW-1602 like 192.168.75.22 in this example. After you press the <enter> key to confirm, select the option “Network Mask” and “Gateway Address” and have a correct parameter for it as well.

After the IP setting, click on “Ctrl-W” to go store the setting.

 Then,  “ESC” and select “General” -> “System Administration” -> ”Reset Switch” to re-boot the switch.

Start up your Web Management

You can either use console port to continue the WGSW-1602’s setup or using your Internet browser for further configuration. The following shows how to startup the Web Management of the switch.

For Netscape 4.5 or above, just key in the address of the WGSW-1602 to the address field, the main screen will appeared below. After the password authentication, use “root” as the user name and “switch” for password.

For Internet Explorer 4.0/5.0 user, please check the Java setting below before startup.

1. Edit the “hosts” file in the Windows 95 directory, have a alias for the WGSW-1602. For example

c:\windows>edit hosts

Add a line to the file like below

192.168.75.22 
WGSW-1602; use WGSW-1602 as the alias of address 192.168.75.22
Save and exit.

2. Open your IE browser, select “View” ( “Internet Option” ( “Security”

3. Select “Local Zone”, then click on “Customize” ( “Settings”. Find  “Java” ( “Java privilege” ( “Custom”. The button “Java setting” will appeared. Click on it then shows the popup windows for Java setting.

4. Click on “Edit Permissions” tab, find the option “Run Unsigned Content ( Additional unsigned permission ( Access to all Network Address” then enable it.

5. Click on OK( OK( OK and then close/ restart your browser.

6. In the address field, key in http://WGSW-1602, then the screen will bring up.

Note: For IE5.0, if you can not find the Java option in point 3, please make sure your IE5 is installed with JAVA virtual-machine plug-in.

The above is the start up of your WGSW-1602, for more, it is strongly recommended to check the CD-ROM that bundled with the package.
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