ONU upgrade instructions (in TK3713A) as an example. OLT and ONU upgrade the same way.
Preparation:
1. With RS-232-C port on a computer, RS-232 serial line.
2. Should be a good upgrade computer equipment used by the software Tera Term.
3. Ready to upgrade the files, including: Boot3713_0093_SPI_8Mb.tkf, App3713_R132_SPI_8Mb.tkf, Pers3713_R132.tkf
4. Software Input sequence: bootcode, app, pers. Under normal circumstances you can not upgrade bootcode. Directly upgrade app and pers. The same methods and bootcode.
1． Methods and steps:
2． Start the computer, OK and click [image: image1.png]Tera Tern
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 Icon to start the upgrade software.
Software settings accordingly, as shown below:
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3. OK, the serial port using RS-232 cable to the serial port ONU and the corresponding connected computer, connect the ONU power, this time, the computer screen as follows:[image: image4.png]I Tera Tera — CONL VI JIi=1E3)
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Shown in the figure prompt, enter the LOAD command, as shown below:[image: image5.png]I Tera Tera - CON1 VT
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First upgrade BootCode, as shown in the prompt, enter "rxboot", clicking "File" drop-down menu
Select "send file ...", select the file you want to upgrade Boot3713_0093_SPI_8Mb.tkf. The following diagram:
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Click "Open", the Start update "bootcode", as shown below:[image: image8.png]I Tera Tera - CON1 VT
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6. By the above method, and then click to upgrade "app", "pers" file. The upgrade app, enter "rxapp" command, select the "App3713_R132_SPI_8Mb.tkf" file, the upgrade pers, enter "rxpers" command, select the "Pers3713_R132.tkf" file.
7. The upgrade is complete, restart the ONU, to see whether the state of OK.
ONU and OLT to upgrade the same way as
